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www.sergeferrari.com

��→ �Contact
• Headquarters: 
+ 33 (0)4 74 97 41 33
• Your local representative:  
www.sergeferrari.com

→ �
• The Serge Ferrari operational recycling chain  
• Secondary raw materials of high intrinsic value compatible with multiple 
processes  
• A quantified response to combat depletion of natural resources 

	 www.texyloop.com

Technical properties Précontraint 702 opaque Précontraint 1002 opaque Standards

Yarn 1100 Dtex PES HT 2x 1100 Dtex PES HT

Weight 830g/m2 1050 g/m2 EN ISO 2286-2

Width 180 cm - 4 colors in stock 180 cm 

Physical properties 

Tensile strength (warp / weft) 280/280 daN/ 5 cm 420/400-daN/ 5 cm EN ISO 1421

Tear strength (warp / weft) 30 daN / 28 daN 55 daN / 50 daN DIN 53.363

Adhesion 10 daN/ 5 cm 12 daN/ 5 cm EN ISO 2411

Elongation under load for 10 daN / 5cm (warp / weft) Class A : <1%/<1%    Class A : <1%/<1%       EN15619 Tents

Blackout >99 >99

Finish (varnish) Vernis biface Vernis biface

Flame retardancy 
Euroclass B-s2,d0/EN 13501-1 • B1/DIN 4102-1 • M2/NFP 92-507 • 
M2 /UNE23727 • Class 2/UNI9177 • VKF5.3/198898 • CSMF T19 • 
NFPA 701• AS/ZS 1530.3&2   •  BS 7837 CSMF T19

Extreme working temperatures -30°C/+70°C -30°C/+70°C

Management systems 

Quality ISO 9001

Certifications, labels, warranties, recyclability 

Quoted technical characteristics are average values with a +/- 5% tolerance. Our products are subject to improvements resulting from technical developments and we reserve the right to modify their 
characteristics at any time. The purchaser of our products is responsible for checking the above data. 



702 BR BB* 4 colors in stock (180 cm)

Black NR Burgundy BU Dark blue DB

702 WO BB 702 BR BB

MAIN FEATURES

• �Durable mechanical résistance  

• �Low elongation

• �UV resistant colors 

• ��Excellent opacity 

SPECIAL PRODUCTION: 

• Any combination of those colours is possible 

(for instance CH/NR = champagne front side/Black Back side) 
• Other colors shall be validated. 

• Production minima and condition on request 
in 180 cm or 267 cm

White WO Dark yellow DY Light green GR

Champagne CH Bright red BR Medium green MR

Sand SA Pink PI Light blue LB

702 DY BB

Light grey LG Cyclamen CY Bright blue BB

702 BB BB


